
LED LIGHTING SOLUTIONS 

PRODUCT
CATALOGUE

kaisenelectric.com

high-quality lighting equipment with improved 

characteristics at an optimal price



TELELINE SERIESTELELINE SERIES



TELELINE

DESIGNED FOR
BACKLIGHT LIGHTBOXES

Smallest number of 

modules in the market

SUPER WIDE
KAISEN D25 OPTICS

HIGH POWER FOR
EXTRA BRIGHTNESS

5 YEAR EXTENDED
WARRANTY

50 mm
100 mm

150 mm

ATTENTION-GRABBING BRIGHTNESS AND ...

3

LM80 CERTIFIED >70%
60 000 H

RECOMMENDED DEPHT:
C-C DISNTACE RATIO

LTD “КAISEN ELECTRIC” © All rights reserved

TOP V0
FIRE RESISTANT

V0



TELELINE

KAISEN D25 OPTICS – DESIGNED TO BE THE BEST IN THE LIGHTBOXES

KAISEN D25 OPTICS is unique optics for lightboxes that allows using modules

with 1:3 depth to spacing ratio between modules centers. 

Special 175° polycarbonate lens has a light transmitance > 85%.

The light comes equipped with a new generation of high-efficiency 100 lm/W 2835 LED. 

UP TO 4 TIMES faster installation.

UP TO 4 TIMES less modules required per sq.m.

UP TO 3 TIMES more efficient per sq.m.

UP TO 2 TIMES less illumination cost per sq.m.

LTD “КAISEN ELECTRIC” © All rights reserved
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LTD “

5 YEAR LM80 CERTIFIED

КAISEN ELECTRIC” © All rights reserved

Wondering which product to choose?

 

RECOMMENDED INSTALLATION DEPTH 

>70 % 60 000 h

 

TELELINE

50 mm 100 mm
150 mm

T0, 0,5 W
RECOMMENDED CAN
DEPTH 30-60 MM

T1, 1.2 W
RECOMMENDED CAN
DEPTH 50-80 MM

T2, 2 W
RECOMMENDED CAN
DEPTH 70-100 MM

T4, 4 W
RECOMMENDED CAN
DEPTH 100-200 MM

0 h20 000 40 000 60 000 80 000

>70 %
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PACKAGING

Packing type

Quantity

Weight

Chain

20 pcs 

0,21kg

Package

200 pcs 

2,08 kg

Box

2400 pcs

24,95 kg

ILLUMINATION TABLE

PS
E

Light-emitting diode module

Teleline T0 0,5W

DIMENSIONS

LIGHT DISTRIBUTION GRAPH

Beam angle is 175°

TECHNICAL INFORMATION

 

HIGH POWER FOR
EXTRA BRIGHTNESS

TELELINE

5 YEAR EXTENDED
WARRANTY

HIGH BRIGHTNESS
55 LM PER MODULE

DUST AND WATER
PROTECTED

6500 K
AND OTHER COLORS

12 v max 80

12 v
max 40

BEST FOR 30-60MM
DEEP LIGHTBOXES

DESIGNED FOR
BACKLIGHT LIGHTBOXES

RECOMMENDED DEPHT:
C-C DISNTACE RATIO

LED type

Input

Color temperature

Beam angle

Protection level

Center-to-center distance

Working temperature

Available colors

Power

Light output

Installation
depth

Distance between 
centers

Quantity per
1 sq.m.

Power per
1 sq.m.

30 mm

40 mm

50 mm

60 mm

100 mm

120 mm

150 mm

180 mm

100 pcs

64 pcs

49 pcs

36 pcs

50 W

32 W

24,5 W

18 W

2835

12V DC

6500 K

175º

IP 67

180 mm

-30ºC + 50ºC

0,5 W

55 lm

0,5 W

55 lm

CONNECTION
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ILLUMINATION TABLE

PS
E

Light-emitting diode module

Teleline T1 1,2W

DIMENSIONS

TECHNICAL INFORMATION

 

HIGH POWER FOR
EXTRA BRIGHTNESS

TELELINE

5 YEAR EXTENDED
WARRANTY

120 LM PER MODULEDUST AND WATER
PROTECTED

6500 K
AND OTHER COLORS

12 v max 40

12 v
max 20

BEST FOR 50-80MM
DEEP LIGHTBOXES

DESIGNED FOR
BACKLIGHT LIGHTBOXES

PACKAGING

Packing type

Quantity

Weight

Chain

20 pcs 

0,228 kg

Package

200 pcs 

2,28 kg

Box

2400 pcs

22,08 kg

RECOMMENDED DEPHT:
C-C DISNTACE RATIO

LED type

Input

Color temperature

Beam angle

Protection level

Center-to-center distance

Working temperature

Available colors

Power

Light output

Installation
depth

Distance between 
centers

Quantity per
1 sq.m.

Power per
1 sq.m.

40 mm

50 mm

60 mm

70 mm

120 mm

150 mm

180 mm

200 mm

64 pcs

49 pcs

36 pcs

25 pcs

76,8 W

58,8 W

43,2 W

30 W

2835

12V DC

6500 K

175º

IP 67

200 mm

-30ºC + 50ºC

1,2 W

120 lm

1,2 W

120 lm

CONNECTION

LIGHT DISTRIBUTION GRAPH

Beam angle is 175°
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ILLUMINATION TABLE

PS
E

Light-emitting diode module

Teleline T2 2W

DIMENSIONS

TECHNICAL INFORMATION

 

HIGH POWER FOR
EXTRA BRIGHTNESS

TELELINE

5 YEAR EXTENDED
WARRANTY

HIGH BRIGHTNESS
200 LM PER MODULE

DUST AND WATER
PROTECTED

6500 K
AND OTHER COLORS

BEST FOR 70-100MM
DEEP LIGHTBOXES

DESIGNED FOR
BACKLIGHT LIGHTBOXES

PACKAGING

Packing type

Quantity

Weight

Chain

20 pcs 

0,37 kg

Package

100 pcs 

1,83 kg

Box

1600 pcs

22,0 kg

RECOMMENDED DEPHT:
C-C DISNTACE RATIO

LED type

Input

Color temperature

Beam angle

Protection level

Center-to-center distance

Working temperature

Available colors

Power

Light output 

Installation
depth

Distance between 
centers

Quantity per
1 sq.m.

Power per
1 sq.m.

70 mm

80 mm

90 mm

100 mm

210 mm

240 mm

270 mm

300 mm

25 pcs

16 pcs

16 pcs

9 pcs

50 W

32 W

32 W

18 W

2835

12V DC

6500 K

175º

IP 67

350 mm

-30ºC + 50ºC

2 W

200 lm

200 lm

2 W

12 v max 40

12 v
max 20

CONNECTION

LIGHT DISTRIBUTION GRAPH

Beam angle is 175°
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ILLUMINATION TABLE

PS
E

Light-emitting diode module

Teleline T4 4W

DIMENSIONS

TECHNICAL INFORMATION

 

HIGH POWER FOR
EXTRA BRIGHTNESS

TELELINE

5 YEAR EXTENDED
WARRANTY

HIGH BRIGHTNESS
380 LM PER MODULE

DUST AND WATER
PROTECTED

6500 K
AND OTHER COLORS

BEST FOR 100-200MM
DEEP LIGHTBOXES

DESIGNED FOR
BACKLIGHT LIGHTBOXES

PACKAGING

Packing type

Quantity

Weight

Chain

10 pcs 

0,41 kg

Package

50 pcs 

2,03 kg

Box

400 pcs

24,3 kg

RECOMMENDED DEPHT:
C-C DISNTACE RATIO

LED type

Input

Color temperature

Beam angle

Protection level

Center-to-center distance

Working temperature

Available colors

Power

Light output 

Installation
depth

Distance between 
centers

Quantity per
1 sq.m.

Power per
1 sq.m.

100 mm

120 mm

140 mm

150 mm

400 mm

500 mm

500 mm

500 mm

4 pcs

4 pcs

4 pcs

4 pcs

16 W

16 W

16 W

16 W

2835

12V DC

6500/ 10000 K

175º

IP 67

500 mm

-30ºC + 50ºC

4 W

380 lm

380 lm

4 W

12 v max 20

12 v
max 10

CONNECTION

LIGHT DISTRIBUTION GRAPH

Beam angle is 175°
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ILLUMINATION TABLE

PS
E

Light-emitting diode module

Teleline T7 7W

DIMENSIONS

TECHNICAL INFORMATION

 

HIGH POWER FOR
EXTRA BRIGHTNESS

TELELINE

5 YEAR EXTENDED
WARRANTY

HIGH BRIGHTNESS
115 LM PER MODULE

DUST AND WATER
PROTECTED

6500 K
AND OTHER COLORS

BEST FOR 140-200MM
DEEP LIGHTBOXES

DESIGNED FOR
BACKLIGHT LIGHTBOXES

PACKAGING

Packing type

Quantity

Weight

Chain

10 pcs 

0,9 kg

Package

30 pcs 

2,7 kg

Box

240 pcs

21,6 kg

RECOMMENDED DEPHT:
C-C DISNTACE RATIO

LED type

Input

Color temperature

Beam angle

Protection level

Center-to-center distance

Working temperature

Available colors

Power

Light output 

Installation
depth

Distance between 
centers

Quantity per
1 sq.m.

Power per
1 sq.m.

140 mm

150 mm

200 mm

500 mm

500 mm

500 mm

4 pcs

4 pcs

4 pcs

63 W

63 W

28 W

2835

24V DC

6500 K

165º

IP 67

500 mm

-30ºC + 50ºC

7 W

811 lm

811 lm

7 W

24 v max 20

24 v
max 10

CONNECTION

LIGHT DISTRIBUTION GRAPH

Beam angle is 165°
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ILLUMINATION TABLE

PS
E

Light-emitting diode module

Teleline T2MAX 1W

DIMENSIONS

TECHNICAL INFORMATION

 

HIGH POWER FOR
EXTRA BRIGHTNESS

TELELINE

7 YEAR EXTENDED
WARRANTY

HIGH BRIGHTNESS
160 LM PER MODULE

DUST AND WATER
PROTECTED

6500 K
AND OTHER COLORS

BEST FOR 50100MM
DEEP LIGHTBOXES

DESIGNED FOR
BACKLIGHT LIGHTBOXES

PACKAGING

Packing type

Quantity

Weight

Chain

20 pcs 

0,3 kg

Package

200 pcs 

3 kg

Box

1200 pcs

19,8 kg

RECOMMENDED DEPHT:
CC DISNTACE RATIO

LED type

Input

Color temperature

Beam angle

Protection level

Center-to-center distance

Working temperature

Available colors

Power

Light output

Installation
depth

Distance between 
centers

Quantity per
1 sq.m.

Power per
1 sq.m.

70 mm

80 mm

90 mm

100 mm

180 mm

200 mm

230 mm

250 mm

36 pcs

25 pcs

25 pcs

16 pcs

36 W

25 W

25 W

16 W

2835

12V DC

6500 K

175º

IP 67

260 mm

-30ºC + 50ºC

1 W

160 lm

160 lm

1 W

12 v max 40

12 v
max 20

CONNECTION

LIGHT DISTRIBUTION GRAPH

Beam angle is 175°
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7

LTD “КAISEN ELECTRIC” © All rights reserved

ILLUMINATION TABLE

PS
E

Light-emitting diode module

Teleline T4MAX 2W

DIMENSIONS

TECHNICAL INFORMATION

 

HIGH POWER FOR
EXTRA BRIGHTNESS

TELELINE

7 YEAR EXTENDED
WARRANTY

HIGH BRIGHTNESS
300 LM PER MODULE

DUST AND WATER
PROTECTED

6500 K
AND OTHER COLORS

DESIGNED FOR
BACKLIGHT LIGHTBOXES

PACKAGING

Packing type

Quantity

Weight

Chain

20 pcs 

0,5 kg

Package

100 pcs 

2,5 kg

Box

800 pcs

20,3 kg

RECOMMENDED DEPHT:
CC DISNTACE RATIO

LED type

Input

Color temperature

Beam angle

Protection level

Center-to-center distance

Working temperature

Available colors

Power

Light output

Installation
depth

Distance between 
centers

Quantity per
1 sq.m.

Power per
1 sq.m.

100 mm

130 mm

160 mm

200 mm

300 mm

350 mm

400 mm

400 mm

12 pcs

9 pcs

9 pcs

9 pcs

24 W

18 W

18 W

18 W

2835

12V DC

6500 K

175º

IP 67

400 mm

-30ºC + 50ºC

2 W

300 lm

300 lm

2 W

CONNECTION

LIGHT DISTRIBUTION GRAPH

Beam angle is 175°

BEST FOR 100200MM
DEEP LIGHTBOXES
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PRISM SERIESPRISM SERIES



PRISM

MODULE DESIGNED
FOR CHANNEL LETTERS

5 YEAR LM 
EXTENDED WARRANTY

LENS WORKS BEST
IN CHANNEL LETTERS

RECOMMENDED DEPHT:
C-C DISNTACE RATIO

LM80 CERTIFIED >70%
60 000 H

LTD “КAISEN ELECTRIC” © All rights reserved

60 mm 100 mm

120 mm

11
0

 m
m

18
0

 m
m

180 mm

High power and high 

efficiency LED inside

ATTENTION-GRABBING BRIGHTNESS AND ...

HIGH EFFICIENCY
LED INSIDE

TOP V0
FIRE RESISTANT

V0
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PRISM

LTD “КAISEN ELECTRIC” © All rights reserved

The high-quality optics direct more light to the surface of illuminated signs,

making it a cost-effective solution to achieve maximum brightness at a reduced cost.

Clear illumination

within sharp edges and corners

EASY LIFT STICKER – installing modules never was so easy.

Install modules  Protective layer length is up to 30% faster. increased

so it is comfortable to remove it even with gloves.

COMPETITORS

COMPETITORS

PRISM SERIES

KAISEN

EASY LIFT

STICKER

15
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PS
E

Light-emitting diode module

Prism P0 HE 0,36W
TECHNICAL INFORMATION

 

PRISM

5 YEAR EXTENDED
WARRANTY

HIGH BRIGHTNESS
43 LM PER MODULE

DUST AND WATER
PROTECTED

6500 K
AND OTHER COLORS

12 v max 40

BEST FOR 40-80MM
DEEP LIGHTBOXES

MODULE DESIGNED
CHANNEL LETTERS

DIMENSIONS

PACKAGING

Packing type

Quantity

Weight

Chain

20 pcs 

0,28 kg

Package

200 pcs 

1,1 kg

Box

3200 pcs

17,6 kg

RECOMMENDED DEPHT:
C-C DISNTACE RATIO

HIGH EFFICIENCY
LED INSIDE

12 v
max 20

CONNECTION

LIGHT DISTRIBUTION GRAPH

Beam angle is 165°

2835

12V DC

6500 K

165º

IP 67

120 mm

-30ºC + 50ºC

0,36 W

43 lm

LED type

Input

Color temperature

Beam angle

Protection level

Center-to-center distance

Working temperature

Available colors

Power

Light output

43 lm

16

7 lm

0,36 W0,36 W0,36 W

13 lm 4 lm
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PS
E

Light-emitting diode module

Prism P1 HE 0,5W
TECHNICAL INFORMATION

 

PRISM

5 YEAR EXTENDED
WARRANTY

HIGH BRIGHTNESS
60 LM PER MODULE

DUST AND WATER
PROTECTED

6500 K
AND OTHER COLORS

BEST FOR 60-100MM
DEEP LIGHTBOXES

MODULE DESIGNED
CHANNEL LETTERS

PACKAGING

Packing type

Quantity

Weight

Chain

20 pcs 

0,12 kg

Package

200 pcs 

1,19 kg

Box

3200 pcs

19,1 kg

DIMENSIONS

RECOMMENDED DEPHT:
C-C DISNTACE RATIO

HIGH EFFICIENCY
LED INSIDE

12 v max 40

12 v
max 20

CONNECTION

LIGHT DISTRIBUTION GRAPH

Beam angle is 165°

2835

12V DC

3000/4000/6500 K

165º

IP 67

160 mm

-30ºC + 50ºC

0,5 W

60 lm

LED type

Input

Color temperature

Beam angle

Protection level

Center-to-center distance

Working temperature

Available colors

Power

Light output

60 lm

17
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PS
E

Light-emitting diode module

Prism P2 HE 0,72W
TECHNICAL INFORMATION

 

PRISM

5 YEAR EXTENDED
WARRANTY

HIGH BRIGHTNESS
86 LM PER MODULE

DUST AND WATER
PROTECTED

6500 K
AND OTHER COLORS

BEST FOR 80-120MM
DEEP LIGHTBOXES

MODULE DESIGNED
CHANNEL LETTERS

PACKAGING

Packing type

Quantity

Weight

Chain

20 pcs 

0,16 kg

Package

200 pcs 

1,58 kg

Box

2400 pcs

19 kg

DIMENSIONS

12 v max 40

RECOMMENDED DEPHT:
C-C DISNTACE RATIO

HIGH EFFICIENCY
LED INSIDE

12 v
max 20

CONNECTION

LIGHT DISTRIBUTION GRAPH

Beam angle is 165°

2835

12V DC

3000/4000/5000/6500/10000 K

165º

IP 67

180 mm

-30ºC + 50ºC

0,72 W  0,72 W  0,72 W  0,72 W

19 lm     25 lm    10 lm    86 lm

LED type

Input

Color temperature

Beam angle

Protection level

Center-to-center distance

Working temperature

Available colors

Power

Light output 

86 lm

18
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PS
E

Light-emitting diode module

Prism P2 HE 1W
TECHNICAL INFORMATION

 

PRISM

5 YEAR EXTENDED
WARRANTY

HIGH BRIGHTNESS
115 LM PER MODULE

DUST AND WATER
PROTECTED

6500 K
AND OTHER COLORS

BEST FOR 80-120MM
DEEP LIGHTBOXES

MODULE DESIGNED
CHANNEL LETTERS

DIMENSIONS

PACKAGING

Packing type

Quantity

Weight

Chain

20 pcs 

0,17 kg

Package

200 pcs 

1,68 kg

Box

2400 pcs

20,1 kg

RECOMMENDED DEPHT:
C-C DISNTACE RATIO

HIGH EFFICIENCY
LED INSIDE

12 v max 40

12 v
max 20

CONNECTION

LIGHT DISTRIBUTION GRAPH

Beam angle is 165°

2835

12V DC

6500 K

165º

IP 67

200 mm

-30ºC + 50ºC

1 W

115 lm

LED type

Input

Color temperature

Beam angle

Protection level

Center-to-center distance

Working temperature

Available colors

Power

Light output 

115 lm
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PS
E

Light-emitting diode module

Prism P3 HE 1,5W
TECHNICAL INFORMATION

 

PRISM

5 YEAR EXTENDED
WARRANTY

HIGH BRIGHTNESS
172 LM PER MODULE

DUST AND WATER
PROTECTED

6500 K
AND OTHER COLORS

BEST FOR 100-150MM
DEEP LIGHTBOXES

MODULE DESIGNED
CHANNEL LETTERS

DIMENSIONS

PACKAGING

Packing type

Quantity

Weight

Chain

20 pcs 

0,24 kg

Package

200 pcs 

2,4 kg

Box

1600 pcs

19,2 kg

RECOMMENDED DEPHT:
C-C DISNTACE RATIO

HIGH EFFICIENCY
LED INSIDE

12 v max 50

12 v
max 20

CONNECTION

LIGHT DISTRIBUTION GRAPH

Beam angle is 165°

2835

12V DC

3000/4000/6500 K

165º

IP 67

240 mm

-30ºC + 50ºC

1,5 W

172 lm

LED type

Input

Color temperature

Beam angle

Protection level

Center-to-center distance

Working temperature

Available colors

Power

Light output 

172 lm

20
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PS
E

Light-emitting diode module

Prism P3 HE 1,2W
TECHNICAL INFORMATION

 

PRISM

5 YEAR EXTENDED
WARRANTY

HIGH BRIGHTNESS
PER MODULE

DUST AND WATER
PROTECTED

AVAILABLE IN
RED, GREEN AND BLUE

BEST FOR 100-150MM
DEEP LIGHTBOXES

MODULE DESIGNED
CHANNEL LETTERS

DIMENSIONS

PACKAGING

Packing type

Quantity

Weight

Chain

20 pcs 

0,22 kg

Package

200 pcs 

2,24 kg

Box

1600 pcs

17,95 kg

RECOMMENDED DEPHT:
C-C DISNTACE RATIO

HIGH EFFICIENCY
LED INSIDE

COLORS

12 v max 50

12 v
max 20

CONNECTION

LIGHT DISTRIBUTION GRAPH

Beam angle is 165°

2835

12V DC

165º

IP 67

210 mm

-30ºC + 50ºC

1,2 W     1,2 W     1,2 W

         40 lm   99 lm   22 lm

LED type

Input

Beam angle

Protection level

Center-to-center distance

Working temperature

Available colors

Power

Light output 

21
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PS
E

Light-emitting diode module

Prism P4 HE 2W

PRISM

5 YEAR EXTENDED
WARRANTY

HIGH BRIGHTNESS
230 LM PER MODULE

DUST AND WATER
PROTECTED

6500 K
AND OTHER COLORS

BEST FOR 150-250MM
DEEP LIGHTBOXES

MODULE DESIGNED
CHANNEL LETTERS

DIMENSIONS

PACKAGING

Packing type

Quantity

Weight

Chain

20 pcs 

0,38 kg

Package

100 pcs 

3,78 kg

Box

1200 pcs

22,7 kg

RECOMMENDED DEPHT:
C-C DISNTACE RATIO

HIGH EFFICIENCY
LED INSIDE

2835

12/24V DC

6500 K

165º

IP 67

340 mm

-30ºC + 50ºC

2 W 

TECHNICAL INFORMATION

230 lm

 

LED type

Input

Color temperature

Beam angle

Protection level

Center-to-center distance

Working temperature

Available colors

Power

Light output

230 lm

12 v max 40

12 v
max 20

CONNECTION

LIGHT DISTRIBUTION GRAPH

Beam angle is 165°

22
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PS
E

Light-emitting diode module

Prism P3 RGB

DIMENSIONS

TECHNICAL INFORMATION

 

PRISM

PACKAGING

Packing type

Quantity

Weight

Chain

20 pcs 

0,3 kg

Package

100 pcs 

3,02 kg

Box

1200 pcs

18,1 kg

2835

12V DC

6500 K

165º

IP 67

162 mm

-30ºC + 50ºC

0,72 W  0,72 W  0,72 W  0,72 W

9 lm      17 lm     5 lm      30 lm

LED type

Input

Color temperature

Beam angle

Protection level

Center-to-center distance

Working temperature

Available colors

Power

Light output 

HIGH POWER FOR
EXTRA BRIGHTNESS

5 YEAR EXTENDED
WARRANTY

HIGH BRIGHTNESS
30 LM PER MODULE

BEST FOR 80-120MM
DEEP LIGHTBOXES

MODULE DESIGNED
CHANNEL LETTERS

0,72 W

30 lm

LIGHT DISTRIBUTION GRAPH

Beam angle is 165°

12 v
max 50

CONNECTION

DUST AND WATER
PROTECTED

RECOMMENDED DEPHT:
C-C DISNTACE RATIO

AVAILABLE IN
RED, GREEN AND BLUE

COLORS

23

7
,4

 м
м

1
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м

162 мм

82 мм
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PS
E

Light-emitting diode module

Prism  PRO1 HE+ 

TECHNICAL INFORMATION

 

PRISM

5 YEAR EXTENDED
WARRANTY

HIGH BRIGHTNESS
60 LM PER MODULE

DUST AND WATER
PROTECTED

6500 K
AND OTHER COLORS

BEST FOR 60100MM
DEEP LIGHTBOXES

MODULE DESIGNED
CHANNEL LETTERS

PACKAGING

Packing type

Quantity

Weight

Chain

20 pcs 

0,13 kg

Package

200 pcs 

1,34kg

Box

3200 pcs

21,5 kg

DIMENSIONS

RECOMMENDED DEPHT:
CC DISNTACE RATIO

12 v max 40

12 v
max 20

CONNECTION

LIGHT DISTRIBUTION GRAPH

Beam angle is 165°

2835

12V DC

6500 K

165º

IP 67

140 mm

-30ºC + 50ºC

  0,36 W

 60 lm

LED type

Input

Color temperature

Beam angle

Protection level

Center-to-center distance

Working temperature

Available colors

Power

Light output

60 lm

HIGH EFFICIENCY
LED INSIDE

UP TO 160LM/W

24
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PS
E

Light-emitting diode module

Prism  PRO2 HE+

TECHNICAL INFORMATION

 

PRISM

5 YEAR EXTENDED
WARRANTY

HIGH BRIGHTNESS
116 LM PER MODULE

DUST AND WATER
PROTECTED

6500 K
AND OTHER COLORS

MODULE DESIGNED
CHANNEL LETTERS

PACKAGING

Packing type

Quantity

Weight

Chain

20 pcs 

0,2 kg

Package

200 pcs 

2 kg

Box

2000 pcs

20,5 kg

DIMENSIONS

RECOMMENDED DEPHT:
CC DISNTACE RATIO

12 v max 40

12 v
max 20

CONNECTION

LIGHT DISTRIBUTION GRAPH

Beam angle is 165°

2835

12V DC

6500 K

165º

IP 67

200 mm

-30ºC + 50ºC

  0,72 W

 116 lm

LED type

Input

Color temperature

Beam angle

Protection level

Center-to-center distance

Working temperature

Available colors

Power

Light output

116 lm

HIGH EFFICIENCY
LED INSIDE

UP TO 160LM/W

BEST FOR 80120MM
DEEP LIGHTBOXES

25
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PS
E

Light-emitting diode module

Prism  PRO3 HE+

TECHNICAL INFORMATION

 

PRISM

5 YEAR EXTENDED
WARRANTY

HIGH BRIGHTNESS
168 LM PER MODULE

DUST AND WATER
PROTECTED

6500 K
AND OTHER COLORS

MODULE DESIGNED
CHANNEL LETTERS

PACKAGING

Packing type

Quantity

Weight

Chain

20 pcs 

0,3 kg

Package

200 pcs 

3,15 kg

Box

1200 pcs

18,9 kg

DIMENSIONS

RECOMMENDED DEPHT:
CC DISNTACE RATIO

12 v max 40

12 v
max 20

CONNECTION

LIGHT DISTRIBUTION GRAPH

Beam angle is 165°

2835

12V DC

6500 K

165º

IP 67

260 mm

-30ºC + 50ºC

  1,08 W

 168 lm

LED type

Input

Color temperature

Beam angle

Protection level

Center-to-center distance

Working temperature

Available colors

Power

Light output

168 lm

HIGH EFFICIENCY
LED INSIDE

UP TO 160LM/W

BEST FOR 100150MM
DEEP LIGHTBOXES
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PS
E

Light-emitting diode module

Prism  PRO4 HE+

TECHNICAL INFORMATION

 

PRISM

5 YEAR EXTENDED
WARRANTY

HIGH BRIGHTNESS
224 LM PER MODULE

DUST AND WATER
PROTECTED

6500 K
AND OTHER COLORS

MODULE DESIGNED
CHANNEL LETTERS

PACKAGING

Packing type

Quantity

Weight

Chain

20 pcs 

0,5 kg

Package

100 pcs 

2,5 kg

Box

800 pcs

20,3 kg

DIMENSIONS

RECOMMENDED DEPHT:
CC DISNTACE RATIO

12 v max 40

12 v
max 20

CONNECTION

LIGHT DISTRIBUTION GRAPH

Beam angle is 165°

2835

12V DC

6500 K

165º

IP 67

340 mm

-30ºC + 50ºC

  1,44 W

 224 lm

LED type

Input

Color temperature

Beam angle

Protection level

Center-to-center distance

Working temperature

Available colors

Power

Light output

224 lm

HIGH EFFICIENCY
LED INSIDE

UP TO 160LM/W

BEST FOR 100200MM
DEEP LIGHTBOXES

27



LTD “КAISEN ELECTRIC” © All rights reserved

PS
E

Light-emitting diode module

Prism P2 0,72W

PRISM

5 YEAR EXTENDED
WARRANTY

HIGH BRIGHTNESS
68 LM PER MODULE

DUST AND WATER
PROTECTED

6500 K
AND OTHER COLORS

BEST FOR 80-120MM
DEEP LIGHTBOXES

MODULE DESIGNED
CHANNEL LETTERS

12 v max 50

DIMENSIONS

PACKAGING

Packing type

Quantity

Weight

Chain

20 pcs 

0,16 kg

Package

200 pcs 

1,58 kg

Box

2400 pcs

19 kg

RECOMMENDED DEPHT:
C-C DISNTACE RATIO

HIGH EFFICIENCY
LED INSIDE

2835

12V DC

6500 K

165º

IP 67

180 mm

-30ºC + 50ºC

 0,72 W

TECHNICAL INFORMATION

68 lm

 

LED type

Input

Color temperature

Beam angle

Protection level

Center-to-center distance

Working temperature

Available colors

Power

Light output

68 lm

12 v
max 20

CONNECTION

LIGHT DISTRIBUTION GRAPH

Beam angle is 165°
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PS
E

Light-emitting diode module

Prism P2 1W
TECHNICAL INFORMATION

 

PRISM

5 YEAR EXTENDED
WARRANTY

HIGH BRIGHTNESS
95 LM PER MODULE

DUST AND WATER
PROTECTED

6500 K
AND OTHER COLORS

BEST FOR 80-120MM
DEEP LIGHTBOXES

MODULE DESIGNED
CHANNEL LETTERS

DIMENSIONS

PACKAGING

Packing type

Quantity

Weight

Chain

20 pcs 

0,16 kg

Package

200 pcs 

1,58 kg

Box

2400 pcs

19 kg

RECOMMENDED DEPHT:
C-C DISNTACE RATIO

HIGH EFFICIENCY
LED INSIDE

2835

12V DC

6500/ 10000 K

165º

IP 67

240 mm

-30ºC + 50ºC

1 W

95 lm

LED type

Input

Color temperature

Beam angle

Protection level

Center-to-center distance

Working temperature

Available colors

Power

Light output

95 lm

12 v max 50

12 v
max 20

CONNECTION

LIGHT DISTRIBUTION GRAPH

Beam angle is 165°
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PS
E

Light-emitting diode module

Prism P3 0,72W
TECHNICAL INFORMATION

 

PRISM

5 YEAR EXTENDED
WARRANTY

HIGH BRIGHTNESS
72 LM PER MODULE

DUST AND WATER
PROTECTED

6500 K
AND OTHER COLORS

BEST FOR 100-150MM
DEEP LIGHTBOXES

MODULE DESIGNED
CHANNEL LETTERS

DIMENSIONS

PACKAGING

Packing type

Quantity

Weight

Chain

20 pcs 

0,21 kg

Package

200 pcs 

2,1 kg

Box

1600 pcs

16,8 kg

RECOMMENDED DEPHT:
C-C DISNTACE RATIO

HIGH EFFICIENCY
LED INSIDE

2835

12V DC

6500 K

165º

IP 67

190 mm

-30ºC + 50ºC

0,72 W

72 lm

LED type

Input

Color temperature

Beam angle

Protection level

Center-to-center distance

Working temperature

Available colors

Power

Light output

72 lm

12 v max 50

12 v
max 20

CONNECTION

LIGHT DISTRIBUTION GRAPH

Beam angle is 165°
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PS
E

Light-emitting diode module

Prism P3 1,2W
TECHNICAL INFORMATION

 

PRISM

5 YEAR EXTENDED
WARRANTY

HIGH BRIGHTNESS
114 LM PER MODULE

DUST AND WATER
PROTECTED

6500 K
AND OTHER COLORS

BEST FOR 100-150MM
DEEP LIGHTBOXES

MODULE DESIGNED
CHANNEL LETTERS

DIMENSIONS

PACKAGING

Packing type

Quantity

Weight

Chain

20 pcs 

0,23kg

Package

200 pcs 

2,29 kg

Box

1600 pcs

18,3 kg

RECOMMENDED DEPHT:
C-C DISNTACE RATIO

HIGH EFFICIENCY
LED INSIDE

2835

12V DC

6500 K

165º

IP 67

210 mm

-30ºC + 50ºC

1,2 W

114 lm

LED type

Input

Color temperature

Beam angle

Protection level

Center-to-center distance

Working temperature

Available colors

Power

Light output

114 lm

12 v max 50

12 v
max 20

CONNECTION

LIGHT DISTRIBUTION GRAPH

Beam angle is 165°
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MINI SERIESMINI SERIES



MINI

5 YEAR LM 
EXTENDED WARRANTY

ADJUSTED WIRE LENGHT
TO EASIER INSTALLATION

TRIPPE LED SYSTEM
TO AVOID SHADOWS
ON SHARP CORNERS

EASY LIFT STICKER -
FASTER INSTALLATION 

60 mm 100 mm

120 mm

11
0

 m
m

18
0

 m
m

180 mm

The high-quality optics direct more light to the surface of 

illuminated signs, making it a cost-effective solution to 

achieve maximum brightness at a reduced cost.

ATTENTION-GRABBING BRIGHTNESS AND ...

LTD “КAISEN ELECTRIC” © All rights reserved

MODULE DESIGNED FOR
THIN CHANNEL LETTERS

HIGH BRIGHTNESS
80 LM PER MODULE

80 lm

33



MINI
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Special NARROW-ANGLE TRIPPLE LED SYSTEM directs more light to the face of the illuminated 

letter, which helps to avoid shadows in sharp corners and makes the letter brighter.

Our Mini modules with NARROW-ANGLE TRIPPLE LED SYSTEM appraised by our customers

as the best solution to make sharp letters uniform.

Designed for narrow letters

NO MORE shadows in sharp corners

EASY LIFT STICKER – installing modules never was so easy.

Install modules   Protective layer length is up to 30% faster. increased

so it is comfortable to remove it even with gloves.COMPETITORS

COMPETITORS

MINI SERIES

KAISEN

EASY LIFT

STICKER
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ILLUMINATION TABLE

PS
E

Light-emitting diode module

Mini3 0,4W
TECHNICAL INFORMATION

 

HIGH POWER FOR
EXTRA BRIGHTNESS

MINI

5 YEAR EXTENDED
WARRANTY

HIGH BRIGHTNESS
50 LM PER MODULE

6500 K
AND OTHER COLORS

BEST FOR 40-70MM
DEEP LIGHTBOXES

RECOMMENDED DEPHT:
C-C DISNTACE RATIO

DIMENSIONS

PACKAGING

Packing type

Quantity

Weight

Chain

50 pcs 

0,19 kg

Package

500 pcs 

1,86 kg

Box

5000 pcs

18,62 kg

12 v max 100

2835

12V DC

6500 K

165º

IP 67

75 mm

-30ºC + 50ºC

0,4 W

50 lm

LED type

Input

Color temperature

Beam angle

Protection level

Center-to-center distance

Working temperature

Available colors

Power

Light output

Installation
depth

Illuminance Distance between 
centers

Quantity per
1 sq.m.

Power per
1 sq.m.

40 mm

50 mm

60 mm

70 mm

6070 Lx

4800 Lx

4650 Lx

4500 Lx

60 mm

75 mm

75 mm

75 mm

289 pcs

169 pcs

169 pcs

169 pcs

116 W

68 W

68 W

68 W

0,4 W

50 lm

MODULE DESIGNED FOR
THIN CHANNEL LETTERS

12 v
max 50

CONNECTION

LIGHT DISTRIBUTION GRAPH

Beam angle is 165°

DUST AND WATER
PROTECTED
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9
 м

м

27 мм

0,4 W

13 lm
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ILLUMINATION TABLE

PS
E

Light-emitting diode module

Mini3 0,7W
TECHNICAL INFORMATION

 

HIGH POWER FOR
EXTRA BRIGHTNESS

MINI

5 YEAR EXTENDED
WARRANTY

HIGH BRIGHTNESS
73 LM PER MODULE

6500 K
AND OTHER COLORS

BEST FOR 60-120MM
DEEP LIGHTBOXES

RECOMMENDED DEPHT:
C-C DISNTACE RATIO

DIMENSIONS

PACKAGING

Packing type

Quantity

Weight

Chain

30 pcs 

0,14 kg

Package

300 pcs 

1,36 kg

Box

4200 pcs

19,0 kg

2835

12V DC

6500 K

165º

IP 67

120 mm

-30ºC + 50ºC

0,7 W

73 lm

LED type

Input

Color temperature

Beam angle

Protection level

Center-to-center distance

Working temperature

Available colors

Power

Light output

Installation
depth

Illuminance Distance between 
centers

Quantity per
1 sq.m.

Power per
1 sq.m.

60 mm

80 mm

100 mm

120 mm

3600 Lx

2700 Lx

2600 Lx

2500 Lx

90 mm

120 mm

120 mm

120 mm

121 pcs

64 pcs

64 pcs

64 pcs

85 W

45 W

45 W

45 W

0,7 W

73 lm

MODULE DESIGNED FOR
THIN CHANNEL LETTERS

12 v max 60

12 v
max 30

CONNECTION

LIGHT DISTRIBUTION GRAPH

Beam angle is 165°

DUST AND WATER
PROTECTED
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PS
E

Light-emitting diode module

Mini1 0,36W
TECHNICAL INFORMATION

 

HIGH POWER FOR
EXTRA BRIGHTNESS

MINI

5 YEAR EXTENDED
WARRANTY

HIGH BRIGHTNESS
58 LM PER MODULE

6500 K
AND OTHER COLORS

BEST FOR 60-120MM
DEEP LIGHTBOXES

RECOMMENDED DEPHT:
C-C DISNTACE RATIO

DIMENSIONS

PACKAGING

Packing type

Quantity

Weight

Chain

30 pcs 

0,06 kg

Package

300 pcs 

1,25 kg

Box

4200 pcs

20,0 kg

2835

12V DC

6500 K

165º

IP 67

80 mm

-30ºC + 50ºC

0,36 W

58 lm

LED type

Input

Color temperature

Beam angle

Protection level

Center-to-center distance

Working temperature

Available colors

Power

Light output

0,36 W

58 lm

MODULE DESIGNED FOR
THIN CHANNEL LETTERS

17,4 мм

м
м 

8,
8

 
9

м
м

80 мм

+

-

+

-

12 v max 60

12 v
max 30

CONNECTION

LIGHT DISTRIBUTION GRAPH

Beam angle is 170° x 150°

DUST AND WATER
PROTECTED
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DUOLITE SERIESDUOLITE SERIES



DUOLITE

5 YEAR LM 
EXTENDED WARRANTY

HIGH POWER FOR
EXTRA BRIGHTNESS

NARROW ANGLE WORKS
BEST IN SLIM LIGHTBOXES

NEW OPTICS WITH ZERO
YELLOW UNDERTONE
ALLONG THE BOTTOM

LM80 CERTIFIED >70%
60 000 H

140 mm

ATTENTION-GRABBING BRIGHTNESS AND ...

LTD “КAISEN ELECTRIC” © All rights reserved

Crisp bright white

without yellow or grey undertones

10
0 m

m

10
0 m

m

DESIGNED ESPECIALLY
FOR EDGELIT LIGHTBOXES

TESTED WORKS WELLand 

in standart bus shelter

lightboxes applications.

BUS SHELTER LIGHTBOX

APPROVED
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PS

 

E

TECHNICAL INFORMATIONLight-emitting diode module

Duolite DS15 1,5W

HIGH POWER FOR
EXTRA BRIGHTNESS

DUOLITE

5 YEAR EXTENDED
WARRANTY

HIGH BRIGHTNESS
140 LM PER MODULE

DUST AND WATER
PROTECTED

6500 K
AND OTHER COLORS

BEST FOR 100-250 MM
DEEP LIGHTBOXES

DIMENSIONS

PACKAGING

Packing type

Quantity

Weight

Chain

20 pcs 

0,22 kg

Package

100 pcs 

1,1 kg

Box

1600 pcs

17,53 kg

2835

12V DC

6500 K

10 x 65º

IP 67

180 mm

-30ºC + 50ºC

1,5 W

140 lm

LED type

Input

Color temperature

Beam angle

Protection level

Center-to-center distance

Working temperature

Available colors

Power

Light output

IP 67

1,5 W

140 lm

DESIGNED ESPECIALLY
FOR EDGELIT LIGHTBOXES

NEW OPTICS WITH ZERO
YELLOW UNDERTONE
ALLONG THE BOTTOM

12 v max 50

12 v
max 20

CONNECTION

LIGHT DISTRIBUTION GRAPH

Beam angle is 10x65°
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PS

 

E

TECHNICAL INFORMATIONLight-emitting diode module

Duolite DS20 2W

HIGH POWER FOR
EXTRA BRIGHTNESS

DUOLITE

5 YEAR EXTENDED
WARRANTY

HIGH BRIGHTNESS
200 LM PER MODULE

DUST AND WATER
PROTECTED

6500 K
AND OTHER COLORS

DIMENSIONS

PACKAGING

Packing type

Quantity

Weight

Chain

20 pcs 

0,28 kg

Package

100 pcs 

1,42 kg

Box

1400 pcs

17,0 kg

2835

12V DC

6500 K

10 x 65º

IP 67

200 mm

-30ºC + 50ºC

2 W

200 lm

LED type

Input

Color temperature

Beam angle

Protection level

Center-to-center distance

Working temperature

Available colors

Power

Light output

IP 67

2 W

200 lm

DESIGNED ESPECIALLY
FOR EDGELIT LIGHTBOXES

NEW OPTICS WITH ZERO
YELLOW UNDERTONE
ALLONG THE BOTTOM

BEST FOR 100-250 MM
DEEP LIGHTBOXES

12 v max 50

12 v
max 20

CONNECTION

LIGHT DISTRIBUTION GRAPH

Beam angle is 10x65°
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DUOLITE IDS450 12W

 

12 W

115 lm/w

450x25 mm

9 pcs

7x40º

Power

Efficiency

Dimensions

LED quantity

Lens angle

BEST FOR 80 MM
DEEP LIGHTBOXES

LTD “
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Rigid modular LED bars 12V

DUOLITE-IDS

DUOLITE indoor series

5 YEAR EXTENDED
WARRANTY

6500 K
AND OTHER COLORS

DUST AND WATER
PROTECTED

IP 33

HIGH BRIGHTNESS
1380 LM/1890 LM PER MODULE

1380lm/1890lm

DESIGNED ESPECIALLY
FOR EDGELIT LIGHTBOXES

NEW OPTICS WITH ZERO
YELLOW UNDERTONE
ALLONG THE BOTTOM

BEST FOR 60 MM
DEEP LIGHTBOXES

DUOLITE IDS600 18W

 

18 W

105 lm/w

600x25 mm

12 pcs

10x50º

Power

Efficiency

Dimensions

LED quantity

Lens angle

HIGH POWER FOR
EXTRA BRIGHTNESS

12 W/18W

PS
E 42
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